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This release contains the following firmware files: 

FW file Modem Firmware Carrier Comment Known Issues 

HMS_Bolt-LTE_1.01.13-WP7607-
11-GENERIC-GCF-
PTCRB_02.37.03.05.fws 

SWI9X07Y_02.37.03.05 
/ 002.115_002 

Generic    GCF* Approved (EMEA**)  
GCF & PTCRB* Approved 
(Americas) 

 

HMS_BoltLTE_1.01.13-WP7611-
ATT_02.37.03.05.fws 

SWI9X07Y_02.37.00.05 
/ 002.116_000 

AT&T    AT&T (Americas)  

HMS_Bolt-LTE_1.01.13-WP7611-
TMOBILE_02.35.02.00.fws 

SWI9X07Y_02.35.02.00 
/ 001.017_000 

TMO TMO Approved (Americas)             

HMS_Bolt-LTE_1.01.13-WP7611-
VERIZON_02.37.06.00.fws 

SWI9X07Y_02.37.06.00 
/ 002.107_003 

Verizon Verizon Approved 
(Americas)            

 

*) GCF and PTCRB are certification programs and services 

**) EMEA - Europe, Middle East and Africa,  
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Reason for release: 

• OpenVPN Client added. 

Affected functionality 

  Description 

Affected functionality ☐ Bootloader 

☒ REST interface 

☒ GUI interface (Web pages) 

☒ Default configuration settings 

☐ Network conformity 

☒ Application interface 

☐ IT-functionality 

☐ Stability 

☒ Other 

Added possibility to use VPN 

Compatibility: 

This release works on Anybus Wireless Bolt LTE. 

Hardware 

This firmware can run on the following hardware. 

PCB Compatible 

8528-1.0.1; Bolt LTE Compatible   

8528-1.1.1; Bolt LTE Compatible 

8528-1.1.2; Bolt LTE Compatible  

Untested with this specific SW version, but probably the HW versions (EMEA and NAM) used for 
certification 

Firmware update - Instructions 

See the Bolt LTE User Manual (document SCM-1203-153) section 8 for Firmware Update instructions. The 
User Manual can be downloaded from www.anybus.com/support.  

  

http://www.anybus.com/support
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All changes: 

1.01.13 

Key Type Summary 

A7739-811 Bug DHCP Server stopped working on Bolt LTE (Ticket – 57752) 

A7739-828 Feature Update to Sierra Release 16.1 

A7739-769 Feature VPN Client 

A7739-813 Feature Add GPIO/LED check to info.cgi 

A7739-826 Feature Enable NTP client 

A7739-827 Feature OpenVPN config should work the same as other config 

 
1.01.09 

Key Type Summary 

A7739-790 Bug DHCP leases are not removed when IP address is changed 

A7739-770 Feature Force change default password 

 
1.01.08 

Key Type Summary 

A7739-772 Feature Data centric mode 

A7739-760 Feature Clear saved DHCP leases when DHCP server is disabled 

 
1.01.07 

Key Type Summary 

A7739-725 Feature Select and set default values for SMSTestApp 

A7739-729 Feature Mark reboot as expected before performing factory reset 

A7739-739 Feature Add sms app config to reset and backup 

A7739-744 Bug Legato is not always started after reboot 

 
1.01.04 

Key Type Summary 

A7739-634 Bug Bolt LTE WP7611 doesn't connect to AT&T 

A7739-680 Bug Config lock: DHCP stop range is editable 

A7739-726 Feature Disable 2G in Bolt LTE 

 
 
 
1.01.01 

Key Type Summary 

A7739-560 Feature Disable band B71 on WP7611 

A7739-561 Feature Add possibility to use SIM card with PIN code 

A7739-580 Feature SIM PUK code 

A7739-443 Bug DHCP active on ETH even if disabled  

A7739-613 Bug For some reason GPIO manipulation crashes router app 

A7739-616 Bug Validated SIM PIN is removed by FW update 

A7739-631 Bug Unable to turn off B71 using Legato API 
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1.00.54 

Key Type Summary 

A7739-592 Bug Random MAC stuck forever when nothing in eeprom at boot 

A7739-72 Feature Add JS-minifier to web build 

A7739-302 Feature Refactor api service connection for led thread 

A7739-312 Feature NAT 1:1 

A7739-325 Feature Make RAT search order configurable 

A7739-431 Feature Use latest Sierra release in next of our IoT release 

A7739-434 Feature Check NW attach state before calling data request 

A7739-436 Feature Change reboot-without-gateway-timer time to get be able to get to GSM 

A7739-450 Feature Add NAT 1:1 to Bolt IoT 

A7739-453 Feature NAT 1:1 source filter 

A7739-470 Feature Rename NAT security options 

A7739-471 Feature Multiple IP addresses in NAT source filter 

A7739-472 Feature Add SIM IDs and modem IDs to diagnostic page 

A7739-475 Feature GPS support 

A7739-477 Feature Show current radio band 

A7739-501 Feature Fix data connection 

A7739-513 Feature Make sure radio is on at start 

A7739-538 Feature Filter away one RAT 

A7739-223 Bug Error string from Sierra too long to fit nicely on page 

A7739-429 Bug LED handling when SIM is removed doesn't work 

A7739-465 Bug Unsaved web settings are not cleared properly on Factory reset. 

A7739-400 Feature Change ULPM type for WP7610 Bolt LTE 

A7739-407 Feature Update web page headers for Bolt LTE 

A7739-428 Feature  Set "power" (yellow) LED to indicate Factory Default Reset started 

A7739-467 Feature Fix string lengths when using le_cfg_QuickGetString in apps. 

A7739-418 Bug LED sequence with no inserted SIM is wrong 

A7739-422 Bug Changing password via REST API allows invalid characters 

A7739-427 Bug iotBolt app crashes in WP7610 if the API calls for reboot reasons are made 

A7739-466 Feature Read ICCID for SIM 

A7739-396 Bug LED and web page mismatch in reported connected RAT 

A7739-337 Feature Create fwMod.fws, as it will run on signed SW 

A7739-351 Feature Update router 

A7739-352 Feature Update IoT-app 

A7739-393 Feature Update hicpd 

A7739-392 Bug Automatic firmware update test case, Test_mac_mismatch.fws failed 

A7739-397 Bug sysmon can't log data 

A7739-401 Bug ETH doesn't start when device restarts after disabling DHCP  

A7739-350 Feature Update webpages 

A7739-376 Feature Kick "watchdog" for autoreboot (for no gateway) during fw-update takes place 

A7739-378 Feature Reset modem on IMSI updates 
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Key Type Summary 

A7739-425 Feature Add Sierra R12 modem patch 

A7739-176 Feature Make production image as secure as possible before release 

A7739-313 Feature Investigate and fix automatic network selection 

A7739-369 Feature Set IPConfig Type to "Wireless Bolt IoT" 

A7739-370 Feature Same network type termonology 

A7739-367 Bug DHCP leases does not show up after reboot of unit 

A7739-314 Feature IP address 192.168.2.2 on LAN 

A7739-316 Feature Create script to continuously monitor GNSS data 

A7739-318 Feature Mark reboots as expected 

A7739-319 Feature Add gateway status to info.cgi and update webpage display. 

A7739-321 Feature Force device radio module to not sleep 

A7739-324 Feature Move LTE last 

A7739-315 Bug We have a data connection - but failure to get to know RAT results in red LED 

A7739-322 Bug Unable to send AT-commands from time to time 

A7739-339 Bug Reboot issues after update 

A7739-283 Feature Set LAN default Ip address to 192.168.0.n 

A7739-303 Feature Update of web UI regarding presentation of signal strength and signal quality  

A7739-99 Feature Status indication on LEDs 

A7739-171 Feature Move MAC from generic EEPROM to Ethernet EEPROM 

A7739-241 Feature Fix incomplete password validation in internal web page 

A7739-296 Feature Disable DHCP client on ETH0 

A7739-292 Bug Cant initiate shutdown in ULPM mode 

A7739-295 Bug LED indication for no SIM card is not detected 

A7739-93 Feature Disable configuration over  Ethernet port "ProfiSafe" function 

A7739-94 Feature Function for password protection of web UI 

A7739-182 Feature Add confirmation to "Factory Reset" button 

A7739-184 Feature Filter log content before presentation on web page 

A7739-198 Feature Tweak UI-timeouts for reboots 

A7739-199 Feature Shall we break if one file system set up fails? 

A7739-204 Feature Make logs saved from previous boots also be downloaded from web page 

A7739-207 Feature Log when a factory reset is done 

A7739-221 Feature Use leaf package 3_0_0? 

A7739-224 Feature Make it possible to diagnose the modem connection from web page 

A7739-225 Feature Modem diagnostics functions 

A7739-231 Feature Change product name in web UI to Bolt IoT 

A7739-240 Feature Rename sleep.cgi to ulpm.cgi 

A7739-244 Feature Add support for HW func ID 

A7739-245 Feature Add validation to webpages 

A7739-246 Feature Add validation to API 

A7739-257 Feature REST API: Add message to JSON response where applicable 

A7739-260 Feature Replace AT command direct calls with atClient 

A7739-261 Feature Show radio power status on web page 
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Key Type Summary 

A7739-263 Feature Use AT command to enable ULPM 

A7739-264 Feature Implement debug mode in sysmon 

A7739-265 Feature Add more parameters to system_info.sh 

A7739-267 Feature Fix tar.gz when downloading logs 

A7739-271 Feature Add temperature to diagnose view 

A7739-279 Feature Show system time on web page 

A7739-281 Feature Update product name in web UI 

A7739-284 Feature Change atClient handling to use GetFinalResponse 

A7739-286 Feature CgiRestoreComponent: remove unused function argument 

A7739-167 Bug Info.cgi does not handle concurrent requests properly 

A7739-201 Bug Verification of DHCP start and stop IP address is insufficicent 

A7739-218 Bug Download logs: previous logs may be missing in tarball  

A7739-219 Bug Unchanged settings persist in browser session over firmware update. 

A7739-288 Bug eSIM is chosen by default in Sierra R11 

A7739-290 Bug ModemDaemon sometimes crashes 

A7739-291 Bug Log facility has changed so log web page is empty 

A7739-134 Feature Log web pages 

A7739-159 Feature Show log content on webpage 

A7739-160 Feature Supervise and kickstart cell search when needed 

A7739-178 Feature Add support for sleep mode (ULPM) 

A7739-179 Feature Indication  if the device register error during HW test. 

A7739-183 Feature Reorder the "Internal DHCP Server" drop-down menu 

A7739-168 Bug MAC ID for eth0 seems not to be assigned correctly 

A7739-32 Feature Web server on IOT Bolt 

A7739-33 Feature Password protection 

A7739-34 Feature Prepare web interface for branding 

A7739-41 Feature FW update without any additional tools 

A7739-43 Feature  IoT Bolt routing UDP and TCP data 

A7739-45 Feature Web page for routing configuration 

A7739-47 Feature Factory default setting 

A7739-49 Feature Create web page for status presentation 

A7739-63 Feature Web page for FW Update 

A7739-68 Feature Implement IoT Bolt app 

A7739-75 Feature The configuration shall be able to be imported and exported. 

A7739-92 Feature Open for icmp in firewall 

A7739-100 Feature Let apps update config tree values to default if one missing 

A7739-104 Feature Setting for selection of cellular communication 

A7739-106 Feature Make Legato log less 

A7739-136 Feature Change logos etc. to new HMS branding 

A7739-148 Feature Add rudimentary obfuscation to firmware 

A7739-158 Feature Show cellular network type on web page 

A7739-164 Feature Version/brand check in security-unpack 
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Key Type Summary 

A7739-35 Bug Ethernet interface eth0 inaccessible after reboot 

A7739-162 Bug When FW update fails webpage doesn't react 

 


